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Software Installation Guide 


VIA Chipset 


Software Installation 


NOTE: The mark * means it can be installed directly from 


CD by using CD Installation Utility (i.e. SETUP.EXE). 
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Category 
VIA Service Pack 
(4 In 1) * 


Award Flash 
Utility 


VIA AC97 Audio 
* (Option) 
Realtek AC97 Audio 
*(Option) 
C-Media AC97 
Audio *(Option) 
VIA S3G Display 
Driver *(Option) 
Winbond Hardware 
Doctor *(Option) 
AMD Athlon(tm) 64 
Processor Driver 
iTE Hardware 
Monitor *(Option) 


Platform 
VIA 4 In 1 driver includes Windows XP/ 
(Registry (ACPI) Driver/ AGP | 9x/NT4/ME/2000 

VxD driver/ ATAPI Vendor 
Support Driver/ PCI IRQ 
Miniport Driver) four system 
drivers to improve the 
performance and maintain the 
stability of system using VIA 
chipset. 


Used for updating BIOS 


Description 


Need to be run 


: under DOS 

environment. 

Install the driver to enable the| Windows XP/ 
VIA AC97 Audio Device. 9x/NT4/ME/2000 

Install the driver to enable the| Windows XP/ 
Realtek AC97 Audio Device. | 9x/NT4/ME/2000 

Install the driver to enable the| Windows XP/ 
C-Media AC97 Audio Device. | 9x/NT4/ME/2000 

Install the driver to enable the | Windows XP/ 
video On-chip Device. 9x/NT4/ME/2000 
self-diagnostic system for PC. | 9x/NT4/ME/2000 


It is Quiet and Cool for AMD Windows XP/ 

Athlon(tm) 64 Processor. 98se/ME/2000 

iTE Hardware Monitor is a Windows XP/ 
self-diagnostic system for PC. |9x/NT4/ME/2000 


Location in CD 
\Driver\Chipset 
\Via\Service 


\Software\Flash\Dos 


\Driver\Audio 
\VT8235 
\Driver\Audio 
\ ALC850 


\Driver\Audio 


\CMI9761 


\Driver\Chipset\VIA 


\VGA\KM800 


\Driver\lo\Winbond 


\Driver\AMD_CPU_ 


K8 
\Driver\Io \Ite 


Software Installation Guide VIA Chipset 


f oe ee 
© Software List (—) 


Controller. 
VIA USB 2.0 Install the driver to enable the VIA Windows \Driver\Chipset 
(Optional)* USB 2.0 Device. 98/ME/2000/XP \Via\Usb20 
VIA Fast Ethernet Install VIA 10/100Mb Fast Windows XP/ \Driver\Chipset 
Adapter (Optional)* Ethernet Adapter 9x/NT4/ME/2000 \Via\Lan 
Realtekl Fast Ethernet . Windows XP/ , 
: ; Install 8180 Wireless Fast \Driver\Lan 
Adapter (Optional) Ethernet Adapter. 9x/NT4/ME/2000 _ | \Realtek\Wireless 
Realtekl Fast Ethernet ‘ Windows XP/ ‘ 
‘ ~ | Install Realtek TL8139 serials \Driver\Lan 
Adapter (Optional) "| PCI Fast Ethernet Adapter. | °X/NT4/ME/2000 | \Realtek\R1 
Realtekl Ethernet . Windows XP/ . 
: . | Install RTL8169/8110 Family \Driver\Lan 
Adapter (Optional) Gigabit Ethernet Adapter. 9x/NT4/ME/2000 | \Realtek\8169S 


Category Description Platform Location in CD 
Microsoft DirectX * \Software\DirectX 
9x/ME/2000/XP 
WarpSpeeder Over | Install the software to enable the \Software\Clock 
Clock (Optional)* over-clock / over-voltage for PC. | 98SE/ME/2000/XP \WarpSpdr 
Serial ATA (Optional)*| Install the driver to enable the \Driver 
Promise FastTrak Series 98/SE/ME/2000/XP \SerATA 


HSP56 AMR/CNR Install the driver to enable the Windows XP/ \Driver\Modem 
Modem (Optional)* PCTel Modem Device 9x/NT4/ME/2000 \PCTel 
Smart Link 56K Install the driver to enable the Windows XP/ \Driver\Modem 
Modem (Optional)* Smart Link 56K Modem Device 9x/NT4/ME/2000 \SLA5S6 
IC Card Reader Install the driver to enable the | Windows 98SE/2000 | \Driver\Iccard\7IN1 
( Optional )* 7in1 IC Card Reader Device 
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G Software Setup 


We provide an installation wizard, Driver CD Installation Utility (SETUP.EXE), 
located in the root of Driver CD to let users install some common used drivers 
conveniently. 


The Wizard can automatically detect OS and switch to the proper page, so you 
don’t need to worry about installing the wrong drivers. 


You can simply put Driver CD into CD-ROM drive and the Installation Utility 
will auto-run or you can launch the Driver CD Installation Utility manually. 


Figure | Installation Wizard Main Page 
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There are two kinds of Installation Procedure: 


> Automatically Install drivers from CD by using CD Installation 
Utility: 
Use the mouse cursor to click the proper option on the page. Utility will invoke 
other applications to complete the rest of installation. 


> When the drivers CAN NOT be installed directly from CD by 
using CD Installation Utility, please do the following 
procedure: 
Please read the README.TXT located in the INF directory on Driver CD to get 
the driver’s location and then refer to the INSTALL.TXT or README.TXT files 
located in each driver’s directory on the Driver CD to install drivers 


